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Introduction

DVBLink TVSource seamledsiggrates Satellite, Cable or Terrestrial TV channels into Windows Media Center,
including support for MPEG& and MPE@ HD video, multichannel audio, EPG information, teletext and subtitles.
DVBLIink enables all native TV control features of Windows Mestiger for these channels such as Guide listings,
live TVtime shifting one touch and timer recordings.

Combined with DVBLink Server Network Pack, DVBLink TV&tsiigeu enjoy your favorite TV channels
throughout your whole house in Windows MediaQ#er, running on network computers, on UPNP enabled
clients such aSonyPlayStation3, on nettopand laptops, running Windows 7 and XBa 360.

Installation types

DVBLink TVSource local installation
If you plan to use a single PC to watch the televisimnyou need a local DVBKiRVSourcénstallation:

- Windows 7
- Windows Vista with TV P ack
- 64 and 32 bits

- DVBLIink Server
- DVBLIink TVSource

In this setup DVBLink software and tuner hardwareinstalledon the same computer. Thicomputer should be
connected to the source of the TV signal, e.g. satellite dighle cerrestrial antenna etcYou may install several
tuners (also of different typeand brand$ in this computer and let DVBLink TVSource control them all.
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DVBLink TVSource networked installation
If you would like to watch television on several compstand devices in your house, you need DVBLink TVSource
installation in combination with DVBLink Server Network Pack:

Windows XP with SP2

WHS

Windows Vista '
Windows 7

64 and 32 bits e set

Windows Vista with
TV Pack

Windows 7

64 and 32 bits
DVBLink Network
Client

Windows 7

64 and 32 bits

Windows MediaPlayer 12
via UPNP

DVBLink Server
DVBLink TVSource
DVBLink Server Network Pack

In this setup DVBLink TVSource and DVBLink Server Network Pack should be installed on a server cosputer. Thi
computer also hosts all tuner cards. These cards can be of the same or different type and brand and server can
have any number of them. Server computer can any Windows OS that is equal or higher tivdmdows XP
with SP2However if you also want tose server computer to watch the television on, you need to have either
Vista with TV Pack or Windows7 OS.
DVBLink Server with Network Pack can stream live TV to different network clients such as:
Computers, barebones, nettops and laptops running WindowsVista with TV Pack. You can watch TV
on these clients in Windows MediaCenter with the help of DVBLink Network Client.
Computers, barebones, nettops and laptops running Windows 7. You can watch live TV on these clients
using Windows MediaPlayer as a URiNént. No extra software installation is required in this case.

- Sony PlayStation3 as UPNP client

- XBox360 either as extender or UPNP client if combined with XBMC MediaCenter

- Other hardware or software UPNP clients
DVBLink Server controls access of ahtdito the installed tuners and takes care that tuner access conflicts are
NBaz2ft SR F O02NRAYy3 (G2 aGaFANBGO O2YS FTANRG aSNISR¢ LIN
can serve at angnoment oftime is equal to the number of installed phigal tuners.
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Preconditions

Before installing and configuring DVBLink TVSource please check the following:
- Correct tuner hardware installation and configuration
0 Tuner card(s) should be installed in your computer and connected to the signal $cainte,
satellite dish, terrestrial antenna etc.)
0 Tuner card drivers should be installed
0 Tuner card(s) should not be in use by any other DVB software, including Windows MediaCenter.
DVBLink TVSource requires exclusive control of tuner hardware.
o Itis recommendediut not required) to verify that tuner cards work using software bundled with
them
- If you are using Windows Vista operating system you need TV Pack to watch TV on this computer and a
special decoder DLL if you would like to watch h.264 video. You cahdimdnere:
http://dvblogic.com/phpBB3/viewtopic.php?f=32&t=2329
- If you are running v1.x of DVBLink TVSource you have to uninstall it before installing this version. You may
save tvsoureconfig.xml of your TVSource source to partially restore your current configuration

Installation and configuration order

DVBLink TVSource installation and configuration is done in a number of steps, namely:

- Installation
o DVBLIink Server install
o DVBLIink TVSae install
- Configuration
o0 Configuration of DVBLink Sources
A DVBLIink TVSource configuration
A MC Guide Services configuratimeluding WindowsMlediaCenter TV Setup
A (optional)XMLTV configuration
o Configuration of DVBLink Server
A Channebelection
A Channel merge
A Assignment ofltannel numbers
A Configuration oEPGsources
o0 WindowsMediaCenter configuration
A TVSetup (if not done before)
A DVBLinkltannel synchronization

The following chapters of this manual will walk you through all these steps.

uyv l.rluslk«('


http://dvblogic.com/phpBB3/viewtopic.php?f=32&t=2329

Installation

DVBLIink Server installation

Toinstall DVBLink Servstart DVBLinkServer.msi installation file. Once it is started you will be presented with the
installation wizard. Follow the instructions of this wizard to install the software.

In course of installation you ngebe prompted by operating system whether to continue installation of unverified
drivers. Answer Yes or Continue to these questions.

Once installation is completed you will be prompted to reboot the systiease rebootWhen system is

rebooted, proceed vth DVBLink TVSource installation.

DVBLink TVSource installation

To install DVBLink TVSoustart DVBLINKTVSource.msi installation executable. Once it is started you will be
presented with the installation wizard. Follow the instructions of this wizaiidgtall the software.
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Configuration

At the end of DVBLIink TVSource installation wizard will automatically launcimR\@Bhver Configuration utility.
It can also be started at any time from Windows Start menDVBLink> DVBLink Server Configuration.

Add DVBLIink TVSource instance

DVBLink Server configuration utility shows all installed DVBLink sources, including DVBLink TVSource, under
OSource templateés 3 NIB detullly use DVBLink TVSource you need to add (instantiate) one DVBLink
TVSource sourctor each hardware tuner cardTo add instance of the TVSource source, select TVSource
template in the list on the left and press green button:

& DVBLink Configuration =SHACH X
Server  Addons
Sources |
~Source templates ——————— Sources
| IPTY {Stream) Source Template Type Status | Color B
dvb-t TVSource Stream o ||
AMLTV (EFG) MC Guide Services EPG « |~
sat TWSource Stream « B~ -
l |
Sources / Server Configuration
OK Cancel
Ve,

Enter name for a new instance of the TVSource source in the dialog that comes and press Ok button. The newly

created source will appear in the list on the right side.
If you have several tuner cards in your computer, you need to add a separate DVBLink TVSource instance for eac

of them.
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DVBLink TVSource configuation

Select a TVSource instance inthe listondde 3 K ' YR LINB&aa X 0 dartitLeynfigirtibni  § 2
dialog. DVBLIink TVSource configuration is organized in a number of tab pages, each doing its step of
configuration:

- Device setup

- Headends configuration

- Channel scan

- (Optional) Networkscan

- (Optional) Channel preview and editing

Device setup

Device setup page of DVBLink TVSource configurator shows all installed tuner devices and lets you select the one
that this TVSource instance will control:

& TWSource Configuration Lihj

Device | Headends | Scan | Metwork Scan | Channels |

Device Type Driver Index Status o
B2C2 device Satellite w b2c2_direct.dev 0 Inactive
B2C2 device Satellite v b2c2 sdk.dev 0 Inactive
TechniSat Mantis DVBS BDA Receiver Satellite * bda.dev 0 || Active
AVeriMedia BDA Digital Tuner Satellite ¥ | bda.dev 6 || Inactive

Import settings ... Add

This trial version will expire after 10 day(s)

Register ... Cancel

h 4

Tick Active check box next to this devasel make sure that device type is correctly recognized. If it is not so,
select a correct device typ&étellite, Cable or Terrestiialsing Type combobox.
Once you have selected active device for this TVSource instance, proceed with Headends configuratio
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Headends configuration

Headenddab lets you select and configure where your TV channels come from:
[ & TVSource Configuration [

Device | Headends | Scan | Network Scan | Channels |

Diseqc LNB type LOF 1 LOF 2 LOF SW Provider E
Pos A/Opt A | = |Ku-Linear (Universal) = 9750000 10600000 11 700000 Astra1H1KRIL1M (19.2) -

Add

This trial version will expire after 10 day(s)

Register ... Cancel

Meaning of the headend depends thme type of your tuner:
- For satelliteeuner each headend describes a singhB. Here you can select its diseqc imuration, LNB
type and LOF valueBlease note that by default system sets LOF values depending on selected LNB type.
You should only change them if you know what yourdo!each LNB yahouldselect a channel provider
¢ a satellite fromthe drop down ist.
- For cable and terrestrial tuners headend is directly associated with a TV provider. You need to select your
TV provider from the drop down list to complete the configuration.
If you do not see your satellite/provider in the list then you may needdi @ transponder file for it. Please visit
our forum athttp://dvblogic.com/phpBB3/index.phjor instructions on how to do it.
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Channel scan
¢2 aoldty OKIyySt e2dztahSSR G2 LINRPOSSR G2 a{OFyse

&1 TWSource Configuration &J
Device | Headends | Scan | Metwork Scan | Channels |
Astra 1H,1KR, 1L,1M {19.2) Signal strength Signal quality
Transponder -
| 10744,H,22000,56 Tuning transponder 10773,H,22000,56
¥| 10773,H,22000,56 Found services: 10
| 10788,V,22000,56 Updated services: 10
¥ 10818,V,22000,56 Belsat TY
v 10832,H,22000,23,52 g;?;‘:::"
+| 10847,V,22000,56 R .
+| 10862 H,22000,89,52 ﬁE E:_ISI:S:I:
+| 10876,V,22000,56 TVP1 =
+| 10921, H,22000,56 VP2
| 10979,V 22000, 56 TVP INFO
| 11023,H,22000,23,52 TP Sport
+| 11038,V,22000,56 Radio Maryja
| 11097 V,22000,56
¥ 11156,V,22000,56 Tuning transponder 10788,Y,22000,56
¥| 11171 H,22000,23,52 Found SENiC?S: 17
Updated services: 17
| 11303 H,22000,23,52 TAQUILLA 1
+| 11318, V,22000,56 TAQUILLA 2
v| 11362 H,22000,23,52 TAQUILLA 3
«| 11436,V,22000,23,52 TAQUILLA 4
| 11479, V,22000,56 E T
Select Al Clear Al
This trial version will expire after 10 day(s)
Register ... 0K Cancel

Select d transponders in the left pane (or a subset of transponders that you actually want to scan) and press scan
button. TVSource will start scanning channels, showing progress in the right pane.
Select all your headends in the combobox at the-teft one byone and scan its channels.
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Network scan (optional)

If your network provider broadcasts information about its channels and the transponders they are located on, you
can use Network Scan option to find these channels:

&1 TWSource Configuration —n @

Device | Headends | Scan | Network Scan | Channels |

Headend Astra 1H,1KR, 1L, 1M (19.2) Signal strength Signal quality
Searching networks on 11914,H,27500,9a,52 -
Transponder | 11914,H,27500,%a,52 EetaDigilaI [|D: 1 33]
Search

Totals: 1 networks found

Scan channels of this network only
Netwoark BetaDigital (ID: 133)

Transponder

10832 H,22000,23,DVB-52
11023,H,22000,23,0VE-52
11302 H,22000,23,0VB-52
11464,H,22000,23,DVE-52
11718, H,27500,34,DVB-5
11739V, 2750034, DVE-5
11758,H,27500,34,DVB-5
11797, H,27500,34,DVE-5
11875, H,27500,34, DVB-5
11914, H,27500,,DVE-5
11973,V,27500,34,DVE-5

12031,H,27500,34,DVE-5
12051 Y 37500 34 NWR-S ™

| »

R A A A R A N A A A Y

Select Al Clear All Scan

This trial version will expire after 10 day(s)
Register ... OK Cancel

e

Your network operatocanprovide youwith transponder information where DVBLink TVSource should search for
0KS OKIyyStad {StSO0 GKAA GNYyalLRyRSNI YR LINBaa a{.
present you with a list of found networks and their transponders. Selantyd&S G ¢ 2 N] | YR LINBaa a
scan the channels.
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EPG Scan (optional)

DVBLink TVSource can process EPG data that some providers send as a part of TV stream and make it available
Windows MediaCenter Guide. This EPG data can be particularly fgefly channels where Windows
MediaCenter does not haweny Guide information or has it in a limited form.

The EPG data collection properties can be set ufhefePG Scatab:

& TWSource Configuration [&J

Device | Headends | Scan | Metwork Scan | EPG Scan | Channels |

- Name Description Version Status Lang o
EIT Scanner () DVBLegic 2010 1.00 v | Active eng |*| .

Default scanning presets
Maone

# | Transponders with mapped channels
Transpanders with scanned channels

all transponders

Additional transponders to scan
Transponder Headend o

212500,H,6900
219500,H,6900
226500,H,6900
474000,H,6900
482000,H,6900
490000,H,6900
498000,H,6900
506000,H,6900

DVE-T Europe
DVB-T Eurcpe
DVE-T Europe
DVB-T Eurcpe
DVE-T Europe
DVB-T Eurcpe
DVE-T Europe
DVB-T Eurcpe

Select all Clear all

EPG stats ... Scan

0K Cancel

h —— — = — A

EPG data can be sent using a number of standaedsEIT packets (describanthe DVB standard) or as

alternative proprietary formats OpenTV, MediaHighway etc. The grid on the top of the tab page lists all available
parsers for different types of EPG data. Parsers can be #eéttlesor Inactive

EPG data can bdwoadcastedn several languagekangproperty allows selection of a particular language.

DVBLIink TVSource scans transpondarsying EPG daevery 12 hoursn the background; e.g. when no TV
recording or playback is taking plaa®llects EP@formationand sendst to Windows MediaCentelScanning
presets allow selection of these transponders. The following options are available:

- None This option defines empty list of transponders to be scanned. It is particularly useful when
transponders are manually selected h Y3 & ! RRA (A 2oftiof. G NJ Y& L2 Y RSNA §

- Transponders with mapped chann€ldis option creates a set of transponders, carrying DVBLink channels
that are present in MediaCenter Guide.
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- Transponders with scanned channekhis option creates a setalf transponderson which channels
were found during channel scan.

- All transpondersThis option includes all transponders for all headends.
LG Aa LRaaraotsS G2 FRR az2yYS$S Addi®aahtransgondérdib séén L2 WRSNE D (-

Once the EPGan configuration is finished user may preview EPG scan results by performing a scan. Scan can
take anywhere between 1 and 15 minutes depending on the number of transponders that have to be scanned
and presence and quality of broadcasted EPG data. [Bogress andesults (list of channels carrying EPG data)
will be displayedn the right pane

It is also possible to view EPG statistics per channel (number of everdévaitable EPG datanga) dzERG 3 4
e SaYodzili2yy
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